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Part |
Introduction

This document provides an overview of the types of functions a User performs in
KONFIG CM.

KONFIG CM Manual Topics

In this guide you will learn:
About KONFIG CM
How to Login/Logout to KONFIG
How to change your Password and Password Security
How to Get Help for KONFIG
How to set up Preferences
How to Use Detail Form (C1)
How to Use Configure Form (C2)
How to Access Drawings
How to Create/Remove ECP Linking
How to Run GBL Reports
How to Run TDPL Reports
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Topics to be covered in this section:

KONFIG Overview
Getting Around KONFIG
Getting Help
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KONFIG Overview

KONFIG Provides:

Configuration Management (CM)
Document/Data Management (EDM)
Product Lifecycle Management (PLM)
Search/View/Retrieve

Workflow (WF)

Custom Code Features

e Secure access of all aspects of configuration management
information to authorized personnel including engineers, customers,
employees, contractors, and other support staff.

e Aavailable through a secure web-based interface to allow virtual
access 24/7.

e A KONFIGIlized database that allows concurrent access to data.
e Ccapability to track additional information and capture metadata.

KONFIG Security

Data within KONFIG is protected via 128-bit SSL security to protect
information in transit.
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Getting Around KONFIG

To Login:
1. From your Internet Explorer web browser, go to
https://edm.monmouth.army.mil

2. Enter your username and password.

3. Click Login. ° T

If you don’t have a password or have lost your password, contact the KONFIG
system administrator, Richard Currie at 732-427-6510 or email
Richard.Currie@us.army.mil.

To Logout:
1. Click the Logout icon on the upper- @

right corner of the KONFIG window.

IMPORTANT! Remember to log out when you are not using KONFIG. This
ensures that a subsequent user can not access KONFIG with your user account.

Password Security

KONFIG Online security is only as good as its weakest link. Don’t be the weakest
link!

¢ Do NOT share your password with anyone.

¢ Log out when not at your computer.

¢ Change your password often.

¢ Change your password immediately after receiving your login
information. You will be prompted to change your password semi-
annually (every 180 days) thereafter.

¢ The password must contain at least 3 numbers and at lease 7
characters.

¢ If someone else requires access, have them contact the KONFIG
Help Desk for their own login information.


mailto:Richard.Currie@us.army.mil
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To Change Your Password:

1.

Click the Change Password link in the
Preference Page.

Enter your old password.

Enter your new password twice.

Click Submit.
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Getting Help
There are many ways to get help for KONFIG.

Training

Read this User’'s Manual. You will find answers to many of your questions
here. For information about training, call or email the Support Help Desk,
Richard Currie at 732-427-6510 or email Richard.Currie@us.army.mil.

KONFIG Support

If you require access to this site, please contact the KONFIG Support Help
Desk or go to KONFIG website (https://edm.monmouth.army.mil), follow
the instruction, and fill out the form. You will receive your login information
via email after approval. If you have forgotten your password or are
experiencing problems, please contact Support Help Desk.

KONFIG CM Help @

KCMi Online Help is available by clicking this icon after you login to the
KONFIG. You may click any following topics to learn more.

e Getting Started

e Setting Preferences
e Folders and Items
e Searches

e Help Topics
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Part Il
Setting Preferences
Topic(s) to be covered in this section:

Preferences Basics

Step by Step to set up your Preferences

10
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Preferences Basics

Preferences are where you specify how you want to interact with KCMi.

<2} KONFIG CM Internet - Microsoft Internet Explorer - O] =|

J File Edit Wiew Fawaorites Tools Help

J <= Back = = - @ ﬁ | @Search @Favorites @Media ﬁ;g | %- et - @
J Address I@ https: /fedmwebnewkanfigecmPlushemlfedmBrowser btml ;I WGD
JLlnks @Customlze Links & |Free Hotmail @Windows @Merriam—\w’ebster online
| Google - | || &psearchweb - | g2 || Ebsite popups sllowed  Eautoril | Eoptions
Report K‘ ,n'F ‘ ;® = - &4 % <D
Problem ’ L= O % @. Er
Confizuration Managemeant
. . Search: | =t=1
darnd. ;ICM Manager VI
e . Wersions: & Current O Al
I Ignore Case
Preferences
Diefault Folder ITSO BERAMCH COMNTRACTORS Change I
Clopy Directory IC.\CQk_Cthul
Product Structure
Depth IAII I

TAhere TTsed Display IAII Links VI

Folder Display
Tepth IFolder Only _I

Ttem Wersion Display I Current “fersion VI
Append (current) to Iﬁ
Mo =

latest wersion

Submit Modifications

Changse Password  Change Ttetn Display Format Change Product Display Format

|£ﬁ (5= Local intranst

Kl

From Preferences page, you may set your Default Folder, Copy Directory,
Product Structure Depth, Where Used Display, Folder Display Depth, item
Version Display, Append (current) to latest version, Change Password, Custom
Item Display Format, and Change Product Display Format.

11
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Step by Step to set up your Preferences

Preferences

1. Login to KONFIG Website and click the Preferences icon from the
Persistent Banner. %
2. Set Default Folder:
a. The Default Folder setting allows you to choose the folder
that you want KCMi to display whenever you log in to KCMi. Set
this option to the KONFIG CM database folder you work in most
often.
b. To set your Default Folder: click Change button and select the
check box next to your Branch in the new browser window. Then
click the Select Default Folder button.

3 https://edmwebnew /konfigcmPlus,/jsp/defaultFolder¥iew.jsp - M ;Iglzl
J File Edit “iew Favorites Tools Help | a';'
. n -
- ) - \ ) I i <) - e -
J @ Back ~ () d IELI 'yl | g Search ¢ Favorites €f | =
J-‘\eress I@j https: / edmwebnew/konfigemPlusfjsp/ def aultFolderview. jsp j Go
a

-0 3ASTER PATTERN PARTS
=-{8 [ TS0 BRANCH CONTRACTORS
-0 AMSEL-LO-CCS-4

e-L8 7 AMSEL-LC-00S-C

-0 AMSEL-LC-CCS-G

-0 AMSEL-LC-CCS-I

-0 7 AMSEL-LC-COM-C

-0 AMSEL-LC-COM-E
[E
[
[E
[
[
[
[E

0 [ AMSEL LC-COM-S

+ 7 AMSEL LC-COM-T

+ 1 AMSEL-LC-IEW-C

+{ 7 AMSEL-LC-IEW-N

+ 7 AMSEL-LC-IEW-R

+ {7 AMSEL-SBCCOM

+0  AMSEL-LC-IEW-T

----- O AMSEL-LC-LEO

(8 - AMSEL-LC-P

-0 7 TN ASSIGNED END ITEMS

-0 ™ UM ASSIGNED PARTS & ASSEMELIES (CON'T)
L1 [~ N ASSIGNED PARTS & ASSEMELIES
[
[
[E

+{1 ™ CECOM TECH PUB (WORKING)

{1 7 TECHNIC AL PUBLICATIONS - RELEASED
321 M MERTOTEN TR S =l

Select Default Folder |

3. Set Copy directory: enter the path for the Copy Directory, such as d:\
c2k_copy.
4. Product Structure Depth: Select one of the following.
a. Al 1,2 3,4,5,6,7,8,9,10
5. Where Used Display: Select one of the following.
a. All Links

12
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b. Current Links
6. Folder Display Depth: Select one of the following.
a. Folder only
b. Folder and Subfolders
7. Item Version display: Select one of the following.
a. All Versions
b. Current Version
8. Append (current) to latest version. Select Yes or No for the setting.

Change Item Display Format

You may change item display format by clicking the Change Item Display
Format link. After you click the link, a new window will popup. You may make
one of the following selections from this window, create a new Format, or
View/Modify forma. As of today, the following formats exist to be used, viewed
or modified.

CECOM_BSR_Drawing
CECOM_BSR_ECP
CECOM_BSR_RootPart
CECOM_BSR_SpecStd
CECOM_C1 _Doc
CECOM_C2_Doc
CECOM_C2_Part
CECOM_C2_Ril
CECOM_MedalsReport
Default Items List Format

Product Display Format

You may change product display format by clicking the Change Product
Display Format link. After you click the link, a new window will popup. You
may select one of the existing Formats, create a new Format, or View/Modify
format from this window. As today, the following formats are existing. (See
comments above)

CECOM_ECP_ProductStructure

CECOM_GBL

KONFIG 2000 Default Product Structure List Format
Default Report Formats

GBL

13
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Part Ill
Detail Form (C1)

Topic(s) to be covered in this section:

Detail Form Basics
Step by Step to fill out the Detail Form (C1) for Drawing and List

Step by Step to fill out the Detail Form (C1) for Part and Assembly

14
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Detail Form (C1) Basics

Detail Form is used to create Objects, such as Drawing, List, Part, or Assembly
(Create or update the detail of the Metadata).

3 CECOM Detail Form - Microsoft Internet Explorer 1ol =]

File Edit ¥iew Favorites Tools Help

|
d=Eack ~ = - 23 Y | Qi search  [EFavorites  fiMedia S | [~ =) &=

| Address [&] https:/fedmwebnew konfigcrmPlusidetailidetail . jspFolderld=AcaF ~| reo

|Links  @&jcustomize Links & Fres Hotmail & ]Windows & |Merriam-Webster Online

| Google - | ~|| #psearchwen - | 52 || Bhsite popups allowed | FElautoril | e optic >

DETAIL FORM

Item Type IDranng -v[ Fmdl

*Drawing Number

Cage Code

Document Type
Total Number of Sheets

|

[

|

I
Revision Letter [
Drawing Size [
|

I

|

|

I

“Nomenclature
Distribution Code
Security Class
Format

Browse

LLILIL Kl L

File

I ECP Incorporated

SHEET INF ORRMATION |

Revision
Letter

Enter sheet I

‘ Sheet

‘ File Format File

PART INFORMATIOIN |

Dash | End Dash |
NSN | o] ||

S0 I Reset I
1= |
& Done B Local intranet v

Depending on the type of item, entering data may be slightly different. Drawing
has Sheet Information and Part Information sections. List doesn’t have Part
Information section.

Part and Assembly only have four fields. There are Part Number, Cage Code,
Revision Letter, and Nomenclature.
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Step by step to fill out the Detail Form (C1) for Drawing and List

1. To fill out the Detail Form, you must first select a Branch, such as: a
AMSEL-LC-CCS-C/AN/MYQ-4, and then click C1 (Detail Form).
a. Login to KONFIG and click KONFIG CM Folders, which is the first
icon on the top.
b. Click “+” from any Branch, such as AMSEL-LC-CCS-C and check
mark the sub Branch, such as AN/MYQ-4.
c. Click C1.
2. On the Detail Form (C1), select Drawing/List as Item Type, then enter a
Drawing Number and click Find.
3. If the system doesn’t find any drawing/List with this Drawing Number, you
will receive a window message “Drawing/List xxxxxx not found”. Click
“OK” for this message, then you may enter data for this drawing/list.

E ‘m - Microsoft Internet Explorer =101 x|
EE =P umm 5 Hep ﬁ
bk - - (D [¢] (Y| @oeech Gdravortes Piveda (4| 2 S 5 =] R

agdress [&) i | P&
Links &]Customize Links @] Free Hotmail &) Windows & | Merriam-Webster Online
Google~ | =] Gpsearchweb - | 8 || Bhste popups slowed fEluicrl | feoptions 4
DETAIL FORM [
Item Type Drawing =] Find
“Drawing Number [B4003000
Cage Code |
Document Type [oP - PRODUCT |
Total Number of Sheets 1
Revision Letter e
Drawing Size [c =l
*Nomenclature [CABLE, COAX.
Distribution Code [~ Unlirnited =l
Security Class [N~ Nor-Classified =l
Format [ca =l
File | Browse.
B4003000_56396_0001_C.C4
I” ECP Incorporated
SHEET INFORMATION
Sheet Roviclol File Format File
Letter
IZ I |NIA H [ Browse...
HA
Enter sheet
PART INFORMATION
Dash| End Dash |
NSN| o 5
Go Resat [
=l
|&] Done [ [ B vLocalntranet 7

4. On the Detail Form (C1) screen.
e Select a ltem Type: Drawing or List
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e Enter the Drawing Number.
e Enter the Cage Code (optional).
e Select a Document Type (optional).
o DP - Product.
e Enter the Total Number of Sheets (optional).
e Enter the Revision Letter (optional).
e Select a Drawing Size (optional).
o ABCD,EF G, H,J K, AL A2, A3.

Code| Drawing Size |
4" x 5-1/2"

4" x 5-3/4"

4" x 8"

5" x 8"

6-1/2" x 9-1/2"

8-1/4" x 10-3/4"

8-1/2" x 11"

15-3/4" x 10"

16-1/2" x 10-3/4"

17" x 11"

Note: This selection is not for List.

ST TIOMMmMoO|m| >

e Enter the Nomenclature.
e Select a Distribution Code (optional).
0 A - Unlimited.
B — US Government, (controlling DoD office).
C — Gov't and Contractors, (controlling DoD office).
D — DoD and Contractors, (controlling DoD office).
E — DoD Only, (controlling DoD office).
F — Request approval of (controlling DoD office).
X — certified Contractors, (controlling DoD office).
o0 Not assigned.
e Select a Security Class (optional).

O 0000 O0

0 N — Non-Classified.

0 L — Limited — Proprietary Information.

o C - Confidential.

0 S -— Secret.

o T —top secret.

0 Not Assigned.

o E - Confidential restricted data.

0 F — Secret restricted data.

o0 G —Top secret restricted data.

o0 H — Confidential formerly restricted data.
o J - Secret formerly restricted data.

0 K -—Top Secret formerly restricted data.

17
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0 M — Confidential modified handing authorized.
e Select a Format (optional).

o N/A, ASCII, OFFLINE, FRAMEMAKER, GIF, RASTER,
POSTSCRIPT, TIFF, JPEG, BMP, PDF, WORD, C4,
AUTOCAD, SCML, CALS, HPGL, IGES, EXCEL, NIF,
GERBER, TEXT, DIRECTORY, POWERPOINT, ACCESS,
WORKPERFECT, MS_PROJECT, EXE, AVI, CGM,
INTERLEAF, PLOT.

e Attach a File if necessary (optional).
e Check mark the ECP incorporated if necessary (optional).

SHEET INFORMATION
e Click Enter sheet if you have any Sheet Information need to
enter. (Optional)
0 Sheet: enter sheet number would be automatically filled out
by the system (optional).
o Enter the Revision Letter (optional).
0 Select a File Format (optional).
= N/A, ASCII, OFFLINE, FRAMEMAKER, GIF,

RASTER, POSTSCRIPT, TIFF, JPEG, BMP, PDF,
WORD, C4, AUTOCAD, SCML, CALS, HPGL, IGES,
EXCEL, NIF, GERBER, TEXT, DIRECTORY,
POWERPOINT, ACCESS, WORKPERFECT,
MS_PROJECT, EXE, AVI, CGM, INTERLEAF, PLOT.

o0 Attach a File if necessary (optional).

PART INFORMATION
e (Optional) Enter Part Information.
o0 Enter the Dash (optional).
o Enter the End Dash (optional).
o0 Enter the NSN (optional).
Note: This selection is not for List.
e Click Go.

18
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Step by step to fill out the Detail Form (C1) for Assembly

1. To fill out the Detail Form, you must first select a Branch, such as:
AMSEL-LC-CCS-C/AN/MYQ-4, and then click C1 (Detail Form).

e Login to KONFIG and click KONFIG CM Folders, which is the first icon
on the top.

e Click “+” from any Branch, such as AMSEL-LC-CCS-C and check mark
the sub Branch, such as AN/MYQ-4.

e Click C1.

2. On the Detail Form (C1), select Assembly as Item Type, then enter a Part
Number and click Find.

3. If the system doesn’t find any item with this Part Number, you will see a
window message “Part xxxxxx not found”. Click “OK” for this message,
then you may enter data for this part.

4. If the system doesn’t find any item with this Part Number, you may enter
this Part/Assembly as new.

address [&] https: fiedmwebnev/konfigemPlusidetail, v | & Go
Links &) <ustomize Links @&JFree Hotmaill & windows

>
Google - | ~|| &= search web >

DETAIL FORM

Item Twpe Fart ~ Find

“Part Number [Ea037276-1

Cage Code |EEEES

Revision Letter |-

“Nomenclature ||_ FPREFORMED (2.5 Dl&)

Go | Reset |
(=l
& Done Local inkranst =

5. On the Detail Form (C1) screen.
e Enter the Part Number.
e Enter the Cage Code (optional).
e Enter the Revision Letter (optional).
e Enter the Nomenclature.
6. Click Go.

19
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Part IV
Configure Form (C2)

Topic(s) to be covered in this section:

Configure Form Basics

Step by Step to fill out the Configure Form (C2)

20
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Configure Form Basics

Configuration Data Entry Form (C2) is used to configure a part by identifying
other parts and documents that make up the part.

Parts are identified by a Part Number and a CAGE Code.
Configuration Data Entry Form (C2) has three sections.

1. The top part of the form identifies the Part (Part Number and Cage Code).

2. Parts and Assemblies Section: Other Part Numbers with their cage
codes, Quantity and Find number that make up the Part as listed on the
drawing or PL are entered in this section.

3. Documents Section: Specs, Standards, and Lists including Parts List,
Gage List, and Wiring List as listed on the Drawing or Part List are entered
in this section.

21
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Step by Step to fill out the Configure Form (C2) for Part

1. To fill out the Configure Form, you must first select a Branch, such
as: AMSEL-LC-CCS-C/AN/MYQ-4, and then click C2 (Configure

Form).
=Ty
Eile Edit  Wiew Fawvorites Tools  Help |
d=Dack - = - P 2% | search =
Address [&] heeps:/fedmmebnewkonfigemPlosicon = | @@ G
Links & Customize Links #&]Free Hotmail & windows >
| Google -~ | ~ || & search wel >

CONFIGURE FORM

Part Number |
Cage Code |

—.ej Done (= Local inkranet

=
=

2. On the Configure Form (C2), enter a Part Number with or without Cage
Code, and then click Find.

Note: If the system doesn’t find any Part with this Part Number, you would
receive a message window: Part xxxxxx not found. Otherwise, a Configure
Form window would be opened.

/} CECOM Configure Form - Microsoft Internet Explorer — O] x|
J File Edit Yiew Favorites Tools Help | ",'
3 'y = 0 ’ 5 7
J e Back ~ () - IJ Iﬂ ‘) | /.)Saarch . Favorites {_‘3 | = ] _]
| Address [&] hetps: fjedmwebnewkonfigemPlus/configure/configure. jsprfolderld=AchF =l =

JL\nks ) WebApps QE LRC Help Desk.

CONFIGURE FORM

Part Number|A237892
Cage Code |22222
Findl

PARTS AND ASSEMBLIES |

Cage q A Delete
Part Number Nomenclature Code Quantity | Find Link
I I | | I r
Enter part |
DOCUMENTS |
Document Cage = Document Link |Delete
Nomenclature "
Microsoft Internek EXp El Number Code Type Type | Link
[#237832 Ju [22222 ||[oP - PrRODUCTE] | [Drawirz] | I
Enter document |
' Patt G38338 not Found.
M =
[~ Configuration Complete
Go Reset Ll
|@ Done ,_,_ ,_ ,_E H Local intranet v

22
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For the Configuration Data Entry Form, there are three areas; (1) Part
Number and CAGE Code information, (2) Parts and Assemblies area, and
(3) a Documents area.

The middle area of the Configuration Data Entry Form is the Parts and
Assemblies area. Click “Enter part” button to add new part sheet. Enter
Part Number, Cage Code, or any other information as shown above.

The bottom area of the Configuration Data Entry Form is the Documents
area. Click “Enter document” button to add new document information.
Enter Document Number, Cage Code, or any other information from the
Drawing in the Documents area of the Configuration Data Entry Form as
shown above.

After verifying that all documents are entered, click Go button.

If there is a deficiency, a message appears asking if you want to create a
deficiency. Check your entry to verify its accuracy. If your entry is correct,
click on “Yes”. The system creates a Deficiency entry that will require
resolution. (See the instructions for Correcting Deficiencies.)

If there are no deficiencies, the Configuration Data Entry Form becomes
blank.

23
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Part V
Access Drawings

Topic(s) to be covered in this section:

Drawing Basics

Step by Step to Access Drawings

24
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Drawing Basics

You can store and retrieve any drawings or documents from KONFIG System.

You can open the following drawings or documents from KONFIG with your
installed window software.

Adobe (*.pdf)

Bentley (*.dwg)

Imagenation (*.C4, *.tif, *.ras, *.igs)
Volo View (*.dwg, *.dxf)

Word (*.doc)

Drawing — {Dwg} on the Main KONFIG Window, this is the drawing Image.

Parts — {Part} on the Main KONFIG Window, this is the Part Image.

Lists — {List} on the Main KONFIG Window, this is the List Image.

25
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Step by Step to Access Drawings

There are two ways to access a drawing. One way is access from Branch
and another way is through Search.

1. On the KONFIG Folders Page,
e Select a Branch, such as, AMSEL-LC-CCS-C
e Select a Sub_branch, such as, AN/GYK-29
e Click Drawings

You can see a list of drawings in the right panel.

/2 KONFIG CM Internet - Microsoft Internet Explorer =] |
| Ble Edt View Favortes Tools telp | "
) A 9 " —
J Oﬁack - d @ ) ‘ pe ) Search 1 Favaries {‘;{ L= - _I
| Addvess [:2] hips:iedmmebrewflanfigamPlus il edmErowser. himl S8

| Links = webapps 15 LRC Help Desk

KONFIG Test Site - Do not use for official functions (Click for Info)

e Kﬂﬁg’!ﬂg cBdlnes@l

j Search; |A3049516 o
Wersions: & Current © Al Ignore Case ™

PYEBEBREG o = GEEBHSE ™ »

annid zin |CM Manager

&0 MASTER PATTERN PARTS [ ] Title
7A T T90 ERANCH CONTRACTORS I | 514 A-456532 DIVIDER FREQ FSMAMITE AND RTSTROJECT TEST SPEC Sheet 001 of 006 (Dwe)
O AMSEL-LC-CCS-4
8" AMSELLC.00s.C I | $hd-A-456533 FILTER, OUTPUT, AMPLIFIER FSM RTS,MITE PROTECT TEST Sheet 001 of 006 (Dreg)
B g ™ AMSEL-LC-CCS-G I | SM-A-456534 RELAY CONTROL FSM RTS AND MITE PROJECT TEST SPEC Sheet 001 of 004 (Dvwag}
¥ [ AMSEL-LC-CCS-N % | SM-A-456535 AMP FILTER LIMITER. FSM/RTS MITE/PRCIECT TEST SPEC Sheet 001 £ 005 (Dwg)
O AMSELIC-COM-C
&0 AMSEL LC COM.E I | SM-A-456536 AMP LIMITER DISCE FSM/RTS MITEPROJECT TEST SPEC Sheet 001 of 006 {Dwe)
”“g [ AMARC-131 7| 5M- 4-456537 AMPLIFIER, DATA LOGIC FSM /RTS AND MITEf PROJECT T4 Sheet 001 of 007 {Dweg}
- i
= ,': % I | $M- 4456538 DETECTOR, 1500 C'PS FSM /RTS MITE/PROTECT TSPEC Sheet 001 of 005 {Diwe)
-1 AN/FRE-24 7| Shd-A-456539 DETECTOR MESSAGE FSM /RTS MITEPROJECT TSPEC Sheet 001 of 007 (Dwa)
”“QE‘W_ 7 |51 4-456540 12V DC POWER SUPPLY FSM /BTS MITEFRCOIECT TSPEC Sheet 001 of 005 {Dwg}
= ™ Configqueation Control Documents | [~ 1 4 <597 TEST PROCEDURE VIDEQ AMPLIFIER NO 1 Sheet 001 of 005 {Dwg)
™ Drawings
SO Other Documents Total number of items 1172
"'gl'Parts 123456782100
RS technicallMamal 1-10]|11-20 (/2130 31-40 (| 41- 50 || 51-60 || 61 - 70| 71 - 80| 81 - 90| 91 - 100 || 101 - 110 |
-0 AN/GRC-10 11-113] |
B0 AGRC-103 ——
B | S e - Formatted for report | &=
4 » 4 »

2 [T [& N3 tocalintranet

BN

2. From the search: enter a drawing number in the search field, Click
on Go, a new window will be popped up. See below.
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A https://edmwebnew/konfigemPlus/jsp/searchitemlist¥iew.jsp?CurrentYersionsOnly =true&SearchPreser - Microsoft Internet Explorer

=10l
Fle Edb Vew Favortes Tods Help

| &

Q= - € - %] 2] _7;j|/_7j search ¢ Favertes )| - L -

Audress [{Z] htps: edmuebnen kanfigemplusjsp/searchltemListiiew JsprCunentifersiansOnly=truetSearchPreserveCase=TRLEESearcstring=E4003000- 1% 258 Searchitring="B4003000-1%.25

EE
Links | Webapps 4§15 LRC Help Desk

FEEBRSE ™ »

Close
Search Results for "B4003000-1%" " *B4003000-1%%" _I

Title File Name |SystemnId ItemId |Drawing Number Status CAGE Code |CCD Status |Item Type
7 |B4003000-1 CABLE, COAX. Sheet 001 of 001 {List} (current) A 2257384 8625664 |B4003000-1 RELEASED |56986 D
7| B4003000-1 frsfdgdif Sheet 001 of 001 {Dwg} (current) A 6694638 | B625665 |B4003000-1 RELEASED D
I |B4003000-1 &sfgeef {Part} (current) A 2240879 | 8625666 |--- RELEASED D

Total number of items:3
1

| €] Applet com. centra2000.vaul:ClentApplet. C2kVaulkClientApplet started

[ [ [® NJtocalintranet v

3. Open a drawing, part, or list.

a. Select a drawing/part/list and then click View File icon. ﬁ i

Note: If your computer doesn’t install the drawing software or configure

correctly, you may receive the following message. Ask KONFIG
Administrator for assistance.

File Download x|

Do you want to save thiz file?

@ Mame: 43156727 _&0063_ 0001_.C4
Tupe: Unknown File Type
From: edmS

Sawe |

harrm wour computer. IF you do nat trust the source, do nat zave this

@ whhile filez from the Internet can be uzeful, some files can potentially
file. What's the righ?

4. View a Metadata for a drawing, part, or list.
a. Select a drawing/part/list and then click View Metadata icon.
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Part VI
Engineering Change Proposals (ECP)
Linking

Topics to be covered in this section:

Engineering Change Proposals Basics

Step by Step to Create/Remove/Verify Engineering Change Proposals
(ECP) Linking
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Engineering Change Proposals Basics

Engineering Change Proposals (ECP) is a proposed engineering change and
the documentation by which the change is described and suggested
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Step by Step to Create/Remove/Verify Engineering Change
Proposals (ECP) Linking

1. Creating a Drawing Part Number using the C1 Form

e Login to Konfig and click KONFIG CM Folders.

e Click “+” sign from your Branch (e.g. AMSEL-LC-CCS-C) and select
your sub-Branch (e.g. AN/MYQ-4).

e Click C1 Icon (A new Detail Form browser window will be opened.)

e Enter a new drawing number in the DETAIL FORM and click the
Find Icon.(Verify that the new drawing number is not in the system.
Example: ZX123456)

e Click OK when you see a message window which indicate
“Drawing not found”

Enter the following Meta Data and click on the Go button.
I. Document Type:  DP-PRODUCT

ii. Revision: A
lii. Drawing Size: C
iv. Nomenclature: N/A
v. Dash: 001
vi. End Dash: 003

e Complete will be shown after finish all the process.

Verify your creation
e Enter the drawing number which you just created, such as
ZX123456 in Search field, and then click go.

e The results are varies. Here are examples:
I. ZX123456 n/a Sheet 001 of 001 (Dwag)
ii. ZX123456 n/a {Part}(current)
lii. ZX123456 -001 n/a {Part}(current)
iv. ZX123456 -002 n/a {Part}(current)
V. ZX123456 -003 n/a {Part}(current)

2. Creating Engineering Change Proposal (ECP) Linking
e Under your Branch, which you selected before (e.g. AN/MYQ-4),
place a check mark on the Configuration Control Document.
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Click on the Create Item Icon.

Under the Super Class, select the Change Request.

Click the Next button.

Enter Meta-Data as necessary.

CCD Number: Enter CCD number here, such as ZX1234567
Then click Add Link in the Items Affected By Change section.

Select the drawing you created in section 1 (such as ZX123456)
under AMSEL-LC-CCS-C/AN/MYQ-4/Drawing. Click OK.

Click OK for successfully added items message window.
Scroll down and click the “Create” button.

Click OK when you see a Message Window: item: XXXXXX
Successfully Created

Verify Drawing, Part, and ECP CCD status

Enter ZX123456 in Search field, and then click go.

Check Status for Drawing and Part which Drawing number are
ZX123456.

The correct status should be: CHANGE PENDING/CHANGE
PENDING

Check CCD Status for ECP which Title ZX1234567 {ECP}.
The correct status should be: PENDING

Verify Drawing, Part, and ECP CCD status from Metadata

Select those two drawing and part (ZX123456), and then click View
Metadata.

Verify the Status.

The correct status should be: CHANGE PENDING/CHANGE
PENDING

Select the ECP (ZX1234567), and then click View Metadata.
Verify the CCD Status.

The correct status should be: PENDING

3. Change CCD status

Select the ECP (ZX1234567), and then click Check Out.

Select it again, and click Modify Item.

Change the CCD Status from PENDING TO APPROVED.

Then click Modify & Check In.

Click OK when the following message window is opened, “KONFIG
CM Item Successfully Modified”.
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4. Removing the (ECP) Linking for the drawing using The C1 form

e Place a check mark to the folder “e.g. AN/MYQ-4".

e Select C1 Icon.

e Enter Part number (e.g. ZX123456) in the Detail Form and click the
Find Icon.

e Once the drawing is located, place a check mark for “ECP
Incorporated” and click Go.

e Complete will be shown after finish all the process.

Verify Removing the (ECP) Linking
e Perform a search for ZX123456 and verify the status.
e The correct status should be: RELEASED

5. Removing the (ECP) Linking for the part using The C2 form

e Place a check mark to the folder “e.g. AN/MYQ-4".

e Click C2 Icon.

e Enter Part number (e.g. ZX123456) in the Configuration form and
click the Find Icon.

e Once the part is located, place a check mark for “Delete Link” and
“Configuration Complete” and click Go.

e Complete will be shown after finish all the process.

Verify Removing the (ECP) Linking
e Perform a search for ZX123456 and verify the status.
The correct status should be: RELEASED
Select the ECP (ZX1234567), and then click View Metadata.
Verify the CCD Status.
The correct status should be: RELEASED
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Part VII
Generation Breakdown List (GBL)

Topics to be covered in this section:

Generation Breakdown List (GBL) Basics

Step by Step to generate Generation Breakdown List (GBL) report.
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Generation Breakdown List (GBL) Basics

In KONFIG, you have the capability to get a KONFIG GBL Report with the levels
indicated. This is useful to see the hierarchy of the product.
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Step by Step to run the Generation Breakdown List (GBL) report

Before getting this report, modify your Preferences on the Display tab.
1. On the Main KONFIG Window, click on KONFIG CM Preferences icon.

2. On the Preferences window, change the Product Structure Depth Level to

whatever you think it is necessary and also make any other necessary
changes. Click on Submit Modifications.

-2 KONFIG CM Internet - Microsoft Internet Explorer =10l x|
J Eile Edit “iew Favorites Tools Help | l']'

. n . ; —
J OEack > \il @ ] | P | Search ‘«;3’ Favorites {‘f = -
| idcvess [ €] httpss/fedmwsbnemfkonfigemPhasfhtlfedmBrowser. bl = Bse
|Links = webApps 13 LRC Help Desk

KONFIG Test Site - Do not use for official functions (Click for Info)

s (KONFIG® =~ B Q%3 @0

'Confieuration Managememnt
Search: o
david.zn: |CMW Manager -
Avie I g J Versions: & Current © Al Tenore Case [T
Preferences
Defantt Folder [amsELLCCosc Change
Copy Directory IC'\chicnpy

FProduct Structure
Iz -
Depth

“Where sed Display ICurrent Links 'I

g;l}fg Display IFolder and Subfolders =
Ttem Version Display ICurrent Wersion ¥
Append (cutrent) to Iﬁ'

latest version s

| Submit Modifications I

Change Product
Structure Depth.

=]
‘@'] Applet com.centra2000.YaulkClientapplet, C2kvaultClient Applet loaded | ] ,_ ’_ ’_ ,_ ré_ %J Local inkranet 4

3. On the KONFIG Folders Page,

e Click the “+” sign in the frond of the Branch, such as, AMSEL-LC-
CCs-C

e Click the “+” sign in the frond of the Sub_branch, such as, AN/GYK-
29

e Click Drawings or Part.
You can see a list of drawings/Parts/Lists in the right panel.

4. And also you can find the item with the search function: enter a Part number
in the search field, Click the Go, a new window will popup.
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2} KONFIG CM Internet - Microsoft Internet Explorer

JE\'E Edit  Wiew Favorites Tools  Help

0| x|

L2
| &

Qo= - O - 1¥] 2] (| Psemar 5

PR —
- g B - [ )

B

J Address I@ https: [fedmwebnewkonfigemPlus/htmlfedmBrowser  html
J Links ) Webépps @ LRC Help Desk

KONFIG Test Site Do not use for official functions (Click for Info)

Report
Problem/Comments
Configuration Mamagement
david.in: [ CM Manager [}

@g @%GG a p

KONFIG° ~ B0 %®%@F

Search: |A3085172 o
Wersions: & Current © Al Ignore Case [T

BE R & 8% ™ »

0O AMSEL 1LC-COM-C
-0 AN/GGM-15
-0 AN/GRA-4

I AM/GRC-144

Title

A3002505 ~ Sheet 004 of 011 {Dwg} {current)

A3002905 ~ Sheet 005 of 011 {Dwg} {current)

Qar Configuration Control Documents
LB Drawings
I Other Documents

A3002905 ~ Sheet 006 of 011 {Dwg} {current)
AZN02905 ~ Sheet 007 of 011 {Dwg} {current)
AZN02905 ~ Sheet 008 of 011 {Dwg) {current)
A3N02505 ~ Sheet 009 of 011 {Dwg) (current)
A3N02505 ~ Sheet 010 of 011 {Dwg) {current)
A3N02505 ~ Sheet 011 of 011 {Dwg} {current)

A2ON0NT ﬂri\xﬂ:(“Tirrr\'l: STTOTODT ASQSY Smns 001 A £0N1 rT\...,ii_I

- YT —

-0 I ANIGSQ-80
1010 ANMMPS-30
-0 ANMRC-69
-0 ANAMRC-73
< |

e B W el

mi|OjOjafajafojg|O

-
» 4

G
B

5. Select the Part, then click GBL icon. L

6. The Generation Breakdown List Browser Window appears.

2% s edrnwebrew ko =loi =
| B G Ve Fgvortes Took e ar
|;J gl - ..Ii L) il /.m '.‘..'-m (“ L i~ - E -
| agaress [ 8=
|Urks | webiges 13 LRC bk B
Generation Breakdown List (GBL)
for A3085172 FRONT PANEL ASSY {Part}
Title
ASR91T2 FRONT PANEL ASS'Y (Part INAXITSIAZT 3.13M) [
0 ASEY, IEPLAY 13039 1
n AY DRLLING 1 20M) 2
" 1ANFY )
" 205 2
2
11 DOPAIRSIND LAMP FLECTRO LUMNESCENT (Fart JNANY 6321 2.9 3000 2
(2 O0JAINSISA LD (Port IREANCH X201 2500 ]
11 COPASCRSIFE COMNECTOR (Part INAX 31632501 2NE) 2
PEPLAY A2 2
1351 S
IS 2
11 COPAICRS IS 1 3 lrrm?ﬂ\-‘!lm[‘ﬂmml IWE) 2
085365 SLEEVING (Part AN 644521 INE) 3
11 CORASONA ok SCROMA THC DUAGRAM FRONT PANDL AND DISPLAY DOARD {Part (NAK HES016 1 16 2
12 00FLR FIRED, 1000 2
n 1.30A) 1
K i
n T FRONT PANIL 120 1
B i
n SWITCH, TOGOLE DPDT 13503 1
TELOLR PO 190F) q
[V OOASOBEIIE STCH, TOGOLE SPET (Fart M3 575451 2000 1
: LAY A2KE) 1
[ROMAIDEIHS-10 CUSHION (Part [NAKIT45001.1 2NE) 1
[PSLAMESINS CLSHION (Part [NAY 1 T52442 1.30E) :
[ARASORS 0 ADHESIVE (Part INA)CITSHR03 1 20C) 1
I 1AND) 1
[ARJAICHEIND ADHEST {Part HAN T 55148 1 00 1
v axo f
[ARJAS005420 ADHESTV {Part [HARH5943.1 30) 1
0 LIGHT 1AMAY .
[2 D0JAI0OS49T FILTER LED (Part INA K 65673 1 I0E) 1
wn 1
[2OMASHSSE-1 SLEEVING, SHRIN (Part [POA )1 262776 .1 300H) 1
2
[V OOJASITSSS LABEL (Fart JRaAN 2054700 1.1 0A) 1
' BT m 1
ARIASIIN 250 EPOXY (Part [NAK 2490535 1 20A) 1
[2 DOPMESEIIA.1 3 WASHER (Part JNAN1 215481 000 1
[3 OOMEEIGET. 14 SCRIOW, MACHINE PAN MIAD, CROSS.RECESSOD, CRES, UNG (Part [RAK SR 1 000 1
L FLAT, 2000 1
[ARISHEIW.RMA SOLDER TH ALLOY, TH LEAD ALLOY AND LEAD ALLOY {Part [HAX 165404 1 0X) 1 l
b 0 f

g oo i
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Part VIII
Technical Data Package List (TDPL)

Topics to be covered in this section:

Technical Data Package List (TDPL) Basics

Step by Step to run the Technical Data Package List (TDPL) report.
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Technical Data Package List (TDPL) Basics

The Technical Data Package List (TDPL) contains product drawings, parts lists,
wire lists, gage lists, packaging documents, inspections drawings, specifications
and standards, master patterns, and any outstanding Engineering Change
Proposals (ECP).

Engineers who use the TDPL may have questions about the configuration. When
this happens, members of our group need to access the Technical Data Package
List to discuss the issues.

From TDPL Report, you can find the Metadata information for this drawing by

click View Metadata icon which is on the first column. You can also find
Drawing, Cage Code, or SPEC/STD ID information by click the Links in Drawing
Number, Cage Code, or SPEC/STD ID fields.
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Step by Step to run the Technical Data Package List (TDPL) report

There are two ways to find the item you look for.

1. On the KONFIG Folders Page,
e Click the “+” sign in the frond of the Branch, such as, AMSEL-LC-
CCs-C
e Click the “+” sign in the frond of the Sub_branch, such as, AN/GYK-
29
e Click Drawings or Part.
You can see a list of drawings/Parts/Lists in the right panel.

2. And also you can find the item with the search function: enter a Part number
in the search field, Click the Go, a new window will popup.

3 KONFIG CM Internet - Microsoft Internet Explorer 10| x|
J File Edit View Favorites Tools Help | ;,'
3 A7) 5 q ) —
J eBack ML= I d @ 'l | P Search \_./\.!/ Favorites {4} = - _I
| address [&] htps: ffedmwebnew,konfigemPlus htmlfediBrowser. html B
J Links |_7) WebApps m LR Help Desk

KONFIG Test Site Do not use for official functions (Click for Info)
Ero'l;)llem ‘Comments KaNF’G t? . O % @ % @ g
Comfiguration Management

darrid. xin |CM Wanager =l

Search: |A3085172 o
Versions: & Current ' Al Ignore Casze ™

YEBEBRS & B E 0P8 S8 % ™ »

50 AMSEL LC.COM.C =l B T =
017 AN/GGM-15 =
F-CI ATCR A4 J [T | A3002905 ~ Sheet 004 of 011 {Dwg) (current)
E’"QEAN:‘GRCJM ™ | 42002905 ~ Sheet 005 of 011 {Dwg) (current)
;- a ; g‘mﬂw‘"‘“on eomroWosumens I | A3002905 — Sheet 006 of 011 {Dwe) (current)
Ta
----- & 1 Other Documents 7 A2002905 ~ Sheet 007 of 011 {Dwg) (current)
5 ~ Sheet [z g} (current
SFPM ™| A2002905 ~ Sheet 008 of 011 {Dwa) )
- D r g@mj;;ﬁ\{m I A3002205 ~ Sheet 005 of 011 {Dwg} (current)
LI AMMPS-30 I A3002905 ~ Sheet 010 of 011 {Dwg} (current)
D"g I ANMMRC-69 ™| A3002905 ~ Sheet 011 of 011 {Drwg) (current)
I [] — l_ M I _ILI Il_ ESrialakslelnlnd T'!TJ\'(TE("‘TiI’m'LT CTTOTTD T A SO e N1 0N fﬁ....iILI
A » 4
|@ '_’_ ’_'_E % Local intranet
TDP
3. Select the Part, then click TDPL icon. L

4. The Technical Data Package List Browser Window appears.
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TDPL Report i ternet Explorer ;Iglll
J File Edit “iew Favorites Tools Help | ,'
. . » = n =
J J Back - '_J - |ﬂ @ |/ ) Search \;‘\'( Favorites o - _J
=
Technical Data Package List (TDPL)
for A3085172 FRONT PANEL ASSY {Part}

I G S 3 O S
B A3085172 (0017 SO00E3 FROMT PANEL ASSY m_

= /| ECP MARDYD2004R0 ANANDR-2 {ECP P*-APPROVED-** [ale!n] MARDYD2004R0

=/ | A3085172 (001 GO0GS FROMT PAKEL ASSY drwg (B

= || A3085396 (001 B0065 SCHEMATIC DIAGRAM, FROMT PANEL AMD DISPLAY BOARD drweg | C I
= || A3097553 (001 S0063 TEST PROCEDURE ELECTRICAL drweg | &

= || £3097555 (002 AZ097553 ~ Sheet 002 of 014 {Dwg} drweg | A

= /| A3097553 (003 A3087553 ~ Sheet 003 of 014 {Dwg} drwrg | A

= || 23097555 004 AS097555 ~ Sheet 004 of 014 {Dwi} dweg [ A

= || 3097553 (005 A3097553 ~ Sheet 005 of 014 {Dwg} drweg [ A

= || A3097555 (005 23097553 ~ Sheet 006 of 014 {Dwg} drweg | &

= /| 3097553 (007 A3087553 ~ Sheet 007 of 014 {Dwg} drweg | -

=/ | A3097553 (00& A3087553 ~ Sheet 005 of 014 {Dwg) drwrg | -

= || A3097555 (009 A3097553 ~ Sheet 009 of 014 {Dwi} drwg | -

= || A3097555 (010 23097553 ~ Sheet 010 of 014 {Dwg} drweg | -

= || A3097553 (011 A3097553 ~ Sheet 011 of 014 {Dwg} drweg | -

= || A3097553 (012 A3087553 ~ Sheet 012 of 014 {Dwg} drwg | -

=/ | A3097553 (013 A3087553 ~ Sheet 013 of 014 {Dwg} drwg | -

= || 3097553 (014 A3097553 ~ Sheet 014 of 014 {Dwg} drweg | -

= /| A3055152 (001 SO00E3 CHT CD ASSY, DISPLAY drweg |G

= /| A3085182 (001 SO0GE3 CHT CD ASSY, DISPLAY drweg [ B

=/ | A3085182 (001 GO0GS DATA LIST - OBSOLETE drwg (B

= || A3085183 (001 B00635 PRIMNTED WiRING MASTER DRAWING DISPLAY DRILLIMNG drwg [ H

= || A3055153 (002 23085183 ~ Sheet 002 of 003 {Crwg} drweg [ H

= || £3055153 (003 23085183 ~ Sheet 003 of 003 {Cwg} drweg [ H

= || MP-£39704 (001 GO0 MASTER PATTERM drwg [B

=/ | MP-A39704 (002 MWP-A39704 ~ Sheet 002 of 004 {Dwg} drwg [B

= || MP-£39704 (005 MP-239704 ~ Sheet 003 of 004 {Dwg} drwg (B

= || MP-A39704 (004 MP-A39704 ~ Sheet 004 of 004 {Crwg} drwg (B

= /| A3085226 (001 SO0GE3 SPACER COMMECTOR drweg | F

=/ | A3085305 (001 GO0GS INTERGRATED CIRCUIT drweg |

= || £3085305 002 AS055305 ~ Sheet 002 of 019 {Dwa} drwg | -

= || A3055305 (003 AZ085305 ~ Sheet 003 of 019 {Dwg} drwwg | -

= || £3055305 (004 A3085305 ~ Sheet 004 of 019 {Dwg} drweg | - LI
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Glossary of Terms

Cl

C2

CCD

CM

ECP

EDM

GBL

KCMi

PLM

TDPL

WEF

Detail Form

Configuration Data Entry Form
Configuration Control Decision
Configuration Management
Engineering Change Proposals
Engineering Data Management
Generation Breakdown List

KONFIG Configuration Management
Product Lifecycle Management
Technical Data Package List

Workflow
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